JS-Sv Series Single Phase

Vortex Impeller Pumps
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JS-SV series are heavy duty submersible sewage vortex impeller pumps allowing
mud, raw sewage, viscous liquids, wood chips and other soft solids to be passed
through the pump body to waste.

«  Supplied as a free standing pump. Guide rails available for some models

« Castiron pump body, impeller, lower motor bearing/seal housing and motor
top cover.

»  Stainless steel shaft and motor casing capable of with standing rough handling
and sandy water pumping.

o  Twin mechanical seals, the lower seal is made of silicon carbide and the upper
seal carbon/ceramic.An extra lip seal is installed to help prevent abrasives such
as sand, dirt and silt from entering the seal chamber.

« Complete with 10 metres of power cable.

. Hose tails are supplied with all models.

«  Floats available as extras (AG22 up to 400w, MAC3 up to 750w).
. Internal Thermal Protection

e 3 Phase available as JST range



JS-400 SV MAN 230v 2”

JS-400 SV AUTO 230v 2”
JS-400 SV MAN 110v 2”
JS-400 SV AUTO 110v 27

JS-650 SV MAN 230v 2”
JS-650 SV AUTO 230v 2”
JS-650 SV MAN 110v 2”
JS-650 SV AUTO 110v 2”

JS-750 SV MAN 230v 3”
JS-750 SV AUTO 230v 3”
JS-750 SV MAN 110v 3”
JS-750 SV AUTO 110v 3”

JS-1500 SV MAN 230v 3”
JS-1500 SV AUTO 230v 3”

WEIGHT DIMENSIONS

Kg

17 460 x 145 x 215

17 460 x 145 x 215
17 460 x 145 x 215
17 460 x 145 x 215

21 480 x 160 x 230
21 480 x 160 x 230
21 480 x 160 x 230
21 480 x 160 x 230

32 530 x 165 x 345
32 530 x 165 x 345

32 530 x 165 x 345
32 530 x 165 x 345

610 x 190 x 370

44 610 x 190 x 370

FLOW POWER
/
HEAD
Lw/
HM
240/8 0.4
240/8 0.4
240/8 0.4
240/8 0.4
300/15 0.75
300115  0.75
300/15 0.75
30015  0.75
500/9 0.75
500/9 0.75
500/9 0.75
500/9 0.75
750/10 1.5
750/10 1.5

SOLIDS
DIAMETRE

MAX
SOLIDS

38mm
38mm
38mm

38mm

48mm
48mm
48mm

48mm

48mm

48mm

48mm

48mm

58mm

58mm






